6 



CLAIMS 

1. Method of placarding, which comprises the following steps: 

a) feeding a sheet of corrugated cardboard through a printing unit printing matter on 
5 at least one surface of said sheet by a digital print-on demand technique, said 

sheet constituting an entire placarding surface and the matter printed by the 
printing unit constituting a complete advertising image, 

b) in a subsequent process step inline with the printing step making at least one score 
or groove in the sheet of corrugated cardboard in the feeding direction thereof, 

10 c) folding the sheet about said at least one score or groove to make an easily 
transportable unit of said sheet, 

d) transporting the folded sheet to a placarding site having a holder for the sheet, 

e) unfolding the sheet and applying it in the holder. 

15 2. Method as claimed in claim 1, wherein the printing technique used for printing said 
sheet of corrugated cardboard is selected from: inkjet printing, laser jet printing 
and toner jet printing. 

3. Method as claimed in claim 1, wherein said at least one score or groove is made 
20 in the longitudinal direction of the fluting of the corrugated cardboard. 

4. System for placarding characterized in that it comprises: 

a) means for feeding a sheet of corrugated cardboard through a printing unit adapted 
to print matter on at least one surface of said sheet by means of digital print-on- 

25 demand technique, said sheet constituting an entire placarding surface and the 

matter printed by the printing unit constituting a complete advertising image; 

b) means for making at least one score or groove in the sheet of corrugated 
cardboard in the feeding direction thereof, said printing unit and means for 
makingthe score or groove being arranged in-line; 

30 c) means for folding the sheet about said at least one score or groove to make 
an easily transportable unit of said sheet, 
d) a holder placed at a placarding site said holder being adapted to receive the 
sheet in an unfolded position to expose the image. 

35 5. System as claimed in claim 4, wherein said sheet of corrugated cardboard 
comprises a laminate having an inner core of corrugated cardboard, at least one 
outer layer of bleached calendered liner and a moisture barrier in the form of a 
hydrophobic or liquid impervious intermediate layer located between said outer 
layer of calendered liner and said inner layer of corrugated cardboard. 



System as claimed in claim 5, wherein said calendered liner is a Kraft liner having a 
basis weight between 30 and 50 g/m 2 . 

System as claimed in claim 5, wherein said intermediate layer is a coating or 
extrusion of a thermoplastic polymeric material. 

System as claimed in claim 7, wherein said intermediate layer has a basis weight 
between 10 and 30 g/m 2 . 

System as claimed in claim 6, wherein said intermediate layer is a coating or 
extrusion of a thermoplastic polymeric material. 



